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H . I . D .  A R E A  L I G H T I N G PROJECT NAME:

FIXTURE TYPE:

L A C  S E R I E S - H I D

LPC
L ight Pol lut ion Control  Class i ficat ion System
Ful l  cutoff  0% Upl ight Luminaire 2015026

S P E C I F I C A T I O N S

LAC  
PATENT PENDING

*  WITH STANDARD -YA FITTER 

F I X TURE B

LAC1*

LAC2*

A

B

29"
737mm

25.5"
648mm

A
17.5"

445mm

15.5"
394mm

FITTER
Heavy cast, low copper aluminum (A356 alloy; <.2%  copper) 
decorative fitter with 4 stainless steel socket head cap screws 
to secure fixture to tenon. The top collar of the fitter has 4 
stainless steel socket head cap screws to secure 
acorn/globe to the fitter in a channel that has an elevated 
interior (to the acorn/globe) barrier to prevent moisture from 
entering the fitter and weep holes to allow drainage.
Standard fitter has 3"  I.D. opening for tenon.

CAGE and CROWN
Decorative corrosion resistant cast aluminum (A356 
alloy, <.02% copper) surround welded to 4 decorative 
cast aluminum (A356 alloy, <0.2% copper) vertical 
support arms. The arms are welded to the fixture hub 
creating a cage in which the acorn globe resides. All 
hardware is stainless steel.

ACORN/GLOBE
Clear patterned UV Stabi l ized shatter- resistant 
polycarbonate.
 
OPTICS

(VL) Bare Lamp – Vertically oriented base down lamp 
produces a symmetric (SYM) distribution. Sockets are 
porcelain 4KV pulse rated, medium base (E26) up to 150W 
or mogul base (E39) for 250W (coated lamp 
recommended)

(IL) Internal Louver – Stacked specular (bright dipped 
anodized) louver reflector produces a symmetric (Type V) 
distribution pattern. Sockets are porcelain 4KV pulse rated, 
medium base (E26) up to 150W or mogul base (E39) for 
250W.

(PG) Prismatic Glass Refractor (Internal) - Borosilicate glass 
refractor produces either a symmetric (Type V) or 
asymmetric (Type III) distribution pattern. Sockets are 
porcelain 4KV pulse rated, medium base (E26) up to 150W 
or mogul base (E39) for 250W.

ELECTRICAL COMPARTMENT/MODULE
Spun aluminum enclosure creates separate compartment or 
ballast components and serves as mounting platform for the 
lamp socket locating the lamp at the proper optical center 
for the acorn/globe. All electrical components are UL and 
cUL recognized are mounted on a single plate and factory 
prewired with quick-disconnect plugs. Electronic MH ballasts 
have power factor of >.95 (70W – 150W) -20°F starting, 
120-277V or >.90. 347V option utilizes a step down transformer 
to the electronic ballast. Magnetic MH ballasts are high 
power factor (70W – 150W) or CWA (200 - 250W), -20°F 
starting, multi-tap 120-277V, 60Hz. All HPS ballasts are core 
and coil, high-reactance, high power factor (70W – 150W) or 
CWA (200W – 250W), -40°F starting.

FINISH
Polyester powder coat incorporates four step iron phosphate 
process to pretreat metal surface for maximum adhesion. Top 
coat is baked at 400°F for maximum hardness and exterior 
durability.

Sun Val ley L ight ing
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LAC SERIES - HID
S P E C I F I C A T I O N S

    E.P.A. & LAMP WATTAGE

660 West Avenue O, Palmdale, CA 93551
Phone (661) 233-2000  Fax (661) 233-2001
www.usaltg.com

Spec/Order Example: LAC1-YD/IL-V/70PSMH240/4-90/RAL-7004/SF

OPTIONAL FITTERS

LAC1  E.P.A.= 1.36

LAC2  E.P.A.= 1.14

LAMP SIZE: 50 - 250 WATT

LAMP SIZE: 50 - 100 WATT

*AVAILABLE WITH MINI BUTTON PHOTOCELLS
*SEE OPTIONS

OPTIONAL COMPONENTS

S P E C / O R D E R I N G  I N F O R M A T I O N

VERTICAL BARE LAMP

GLASS REFRACTOR

INTERNAL LOUVER

FINISHLUMINAIRE OPTIONS

FINISH OPTIONS

DARK BRONZE
RAL-8019-T

GREEN
RAL-6005-T

WHITE
RAL-9003-T

GREY
RAL-7004-T

BLACK
RAL-9005-T

STANDARD
TEXTURED FINISH

SEE USALTG.COM FOR 
ADDITIONAL COLORS

OPTICS

MOUNTING
ARM MOUNT

WATTAGE TYPE VOLTAGE MOUNTING

OPTICS LAMP

FOR SMOOTH FINISH 
REPLACE SUFFIX “T”

WITH SUFFIX “S”
(EXAMPLE: RAL-9500-S)

LUMINAIRE-FITTER

LAC1-YA

LAC2-YA

1 . . . . . . . . . . . . . . .

3-90 . . . . . . . . . .

2-180 . . . . . . . . .

2-90  . . . . . . . . . . . .

WALL MOUNT

4-90 . . . . . . . . . .

3-120  . . . . . . . . .

WM . . . . . . . . . . . . . 

POST TOP

PT . . . . . . . . . . . . . . . . 

TYPE SYMMETRIC
VL - SYM . . . . . . . 

TYPE I I I 
PG - I I I . . . . . . . .

TYPE V
PG - V . . . . . . . . . 

TYPE V
IL - V . . . . . . . . . 

PHOTO CELL + VOLTAGE
(EXAMPLE:  PC12OV) . . . .PC+V

HOUSE SIDE SHIELD
 90˚ . . . . . . . . HS90˚
 135˚ . . . . . . . HS135˚
 180˚ . . . . . . . HS180˚

TWIST LOCK 
RECEPTACLE ONLY. . . . . . TPR

CLEAR POLYCARBONATE
(STANDARD) . . . . . . . . . . . CP

OPAL POLYCARBONATE . . WP

ORNAMENTAL FINIAL. . . . . PF

BRASS FINIAL. . . . . . . . . . . BF

HEAT SHIELD . . . . . . . . . . . HT
(REQUIRED FOR 250W)

SINGLE FUSE 
(120V,  277V) . . . . . . . . . . SF

DOUBLE FUSE 
(208V,  240V, 480V) . . . . . DF

(250W REQUIRES “HT” OPTION)

LAC1-YB

LAC1-YC

LAC2-YB

LAC2-YC

LAC1-YD

LAC1-YE

LAC1-YF

LAC2-YE

LAC2-YF

LAC2-YD

(100W MAX)

WATTAGE VOLTAGETYPE

120

208

240

277

347 (CAN)

480

150T1

1753

2502

150

100

70T1

70

50

100

70T1

70

50

PSMH

HPS

LAC2

LAC1

NOTES:
1 –  G12 BASE.
2 –  HT OPTION REQUIRED AND INC.
3 –  POSITION SENSITIVE – Use “U” OR “V”     
       LAMPS ONLY. NOT “VBU” RATED.

ORNAMENTAL
FINIAL

BRASS
FINIAL

IL

BF

PF

INTERNAL LOUVER
TYPE V

PRISMATIC GLASS
REFRACTOR

TYPE I I I 
TYPE V

PG-III
PG-V

VLVERTICAL BARE LAMP
ASY

-YB

-YC -YD*

-YE*

-YA
(STANDARD)

-YF
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BASE

ONE PIECE CORROSION RESISTANT, 
D U R A B L E C A S T A L U M I N U M 
C O N S T R U C T I O N . M I N I M U M . 2 1 0 
WALL THICKNESS. BASE CONSISTS 
OF A SMOOTH, TAPERED BOTTOM 
S E C T I O N , A N D A   H I G H L Y 
DETAILED, DECORATIVE FLUTED 
S E C T I O N , A D E C O R A T I V E C A S T 
ALUMINUM COLLAR AND A FLUTED 
HAND HOLE COVER CONTOURED 
T O B A S E D E S I G N . H A N D H O L E 
COVER SUPPLIED WITH TAMPER 
RESISTANT HARDWARE. GROUNDING 
L U G P R O V I D E D I N S I D E B A S E 
OPPOSITE HAND HOLE.

      
    ANCHORAGE

A 3 /4" CAST ALUMINUM ANCHOR 
RING IS WELDED 1" ABOVE BOTTOM 
OF BASE TO ACCEPT (4 ) FULLY 
G A L V A N I Z E D A N C H O R B O L T S . 
EACH BOLT SUPPLIED WITH TWO 
N U T S A N D T W O W A S H E R S . 
ANCHORAGE IS FASTENED THROUGH 
HAND HOLE.

       F INISH

E L E C T R O S T A T I C A L L Y A P P L I E D 
BAKED ON TEXTURED ACRYLIC 
E N A M E L . ( S E E P A G E 5 F O R 
O P T I O N A L F I N I S H A N D C O L O R 
SELECTION)

32"
NOM.

4
4

0
0
4400

BASE

B-173

20"
NOM.
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44-1075C

(7" TO 5")

44-1080C

(7" TO 4")

44-1050

(5" DIA.)

44-1046T

(6" TO 4" DIA.)

44-9040 

(6" TO 4" DIA.)

44-7040

(5" TO 4" DIA.)
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SEE LUMINAIRE SECT ION
FOR ADDIT IONAL STYLES

SUGGESTED  LUMINAIRES

20"
NOM.

32"
NOM.

ANCHOR
RING 1"
ABOVE 
GRADE

4400
BASE

4
4

0
0

B-176

15 " DIA. 
BOLT 
CIRCLE

HAND HOLE

HAND
HOLE

   COVER

3" TO 4"

ANCHORAGE
(4) 3/4"x 18"

OR
(4) 3/4"x 24"

(AS REQUIRED)

WIRING AND
FOOTING 

BY OTHERS

LCKM1

LCWA

LAB1-YA LAFR1-YF

LCJ1

RCGS22  

sun valley
LIGHTING

660 WEST AVENUE O, PALMDALE, CA 93551
(661) 233-2000
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12'-0"

O N E P I E C E H I G H I M P A C T C L E A R T E X T U R E D 
POLYCARBONATE DIFFUSER WITH DECORATIVE CAST 
ALUMINUM CAGE AND FITTER.

CLEAR PRISMATIC BOROSILICATE THERMO-RESISTANT 
GLASS REFRACTOR, TYPE V (SYMMETRIC) L IGHT 
DISTRIBUTION.

MEDIUM  BASE, PORCELAIN.

INCANDESCENT  (BY OTHERS)
   
5 " D IA . EXTRUDED FROM 6063 ALLOY ALUMINUM 
TUBING, HEAT  TREATED TO PRODUCE A T6 TEMPER. 
WALL THICKNESS .188.  SHAFT HAS EVENLY SPACED 
HIGHLY DETAILED RAISED VERTICAL FLUTES. 

ONE PIECE CORROSION RESISTANT, DURABLE CAST 
ALUMINUM CONSTRUCTION. M IN IMUM .210 WALL 
THICKNESS. BASE CONSISTS OF A SMOOTH, TAPERED 
B O T T O M S E C T I O N , A N D A H I G H L Y D E T A I L E D , 
DECORATIVE FLUTED SECTION, A DECORATIVE CAST 
ALUMINUM COLLAR AND A FLUTED HAND HOLE COVER 
CONTOURED TO BASE DESIGN. HAND HOLE COVER 
SUPPLIED WITH TAMPER RESISTANT HARDWARE. 
GROUNDING LUG PROVIDED INSIDE BASE OPPOSITE 
HAND HOLE.
 
(4) 3/4"X24" ANCHOR BOLTS, EACH SUPPLIED WITH TWO 
NUTS  AND TWO WASHERS. 

POLYESTER POWDER COAT 
(COLOR: BLACK TEXTURED,  RAL-9005-T.)

LUMINAIRE:

OPTICS:

LAMP HOLDER:

LAMP:

SHAFT:

BASE:

ANCHORAGE:

FINISH:

SPECIFICATIONS:

SCALE:  1/2" = 1'-0"

C
S

-7208

660 W. AVENUE O, PALMDALE, CA. 93551   (661) 233-2000    FAX NO. (661) 233-2001  www.sunval leyl ight ing.com

CUSTOMER APPROVAL:

A signed approval will be required with the released order

X DATE:

PROPRIETARY SUBMITTAL, DO NOT MODIFY.

G.F.I. REC.
SPECIFY 

LOCATION
AND HEIGHT  

BANNER 
EYE BOLT
SPECIFY 

LOCATION
 

18½"

18"

FIXED 
BANNER 

ARMS
SPECIFY 

LOCATION
  
  

6"

4'-0"

20"
NOM.

32"
NOM.

ANCHOR
RING 1"
ABOVE 
GRADE

15 " DIA. 
BOLT 
CIRCLE

HAND 
HOLE














